The Myers ED25 series sink pump system is specially designed for many household jobs. Fast, easy on-floor installation – no need to dig a sump pit. This undersink alternative is completely self-contained – pump is pre-piped and factory assembled. Components are corrosion-resistant cast iron and thermoplastic for years of extended service.

**APPLICATIONS**

Laundry trays, washing machines, wet bars, water softeners, dehumidifier condensate, etc.

**SPECIFICATIONS**

- **Capacities** – 32 GPM (121 LPM)
- **Shut-off Head** – 22’ (6.7 m)
- **Operation** – On: 9.5” (241 mm)
  
  Off: 2.5” (63 mm)
- **Solids Handling** – 1/4” (6.35 mm)
- **Liquids Handling** – Drain water
- **Intermittent Liquid Temperature** – Up to 140°F (60°C)
- **Motor/Electrical Data** – 1/4 HP, 115V, 6.5A, 10, 60Hz
- **Shaft Seal** – Carbon and ceramic
- **Housing** – Cast iron
- **Power Cord** – 10’, SJTW, SJTW-A
- **Discharge, NPT** – 1-1/2” (38 mm)
- **Min. Sump Diameter** – 10” (254 mm)

**FEATURES**

- **On-ground Installation**
  
  Without the requirement of digging a sump pit, the system quickly sets up on any solid surface

- **Heavy-duty Tank Design**
  
  Corrosion-resistant, heavy-duty poly tank for increased strength and longer service life

- **High-Flow Discharge**
  
  1-1/2” (38mm) NPT discharge

- **Manual or Automatic**
  
  Automatic vertical switch for manual operation

- **Sealed Tight**
  
  Includes gas-tight cover, sealed power cord and, factory-installed gaskets and grommets

- **Industry-proven Pump Design**
  
  - Oil-cooled motor for continuous lubrication and heat dissipation
  
  - Long-life carbon/ceramic seal protects motor against water leakage
  
  - Internal heat sensor provides overload protection and automatic reset
  
  - Powerful, permanent split capacitor run motor
  
  - Energy-saving, low-amp motor

**ORDERING INFORMATION**

<table>
<thead>
<tr>
<th>Catalog Number</th>
<th>HP</th>
<th>Volts</th>
<th>Phase/Cycles</th>
<th>Amps</th>
<th>Discharge Size</th>
<th>Switch Type</th>
<th>Cord Length</th>
<th>Approx. Wt. Lbs.</th>
</tr>
</thead>
<tbody>
<tr>
<td>ED25</td>
<td>1/4</td>
<td>115</td>
<td>1/60</td>
<td>6.5</td>
<td>1-1/2”</td>
<td>Automatic</td>
<td>10</td>
<td>27</td>
</tr>
</tbody>
</table>